PRODUCT SPECIFICATIONS

CONCRETE FLATWORK SHALL BE A MINIMUM OF 2500 PSI AND SHALL MATCH EXISTING CONCRETE
FLATWORK.

2. ALL ACCESSIBILITY SIGNAGE, STRIPING, MARKINGS AND SYMBOLS SHALL MEET THE REQUIREMENTS
OF BOTH ADA AND CALIFORNIA T24 ACCESSIBILITY CODES/ REGULATIONS/REQUIREMENTS.

3. IRRIGATION SYSTEM PRODUCTS SHALL MATCH EXISTING IRRIGATION SYSTEM PRODUCTS AND CITY
STANDARDS.

4. SEALANT SHALL BE RATED FOR HORIZONTAL APPLICATIONS AND TRAFFIC APPLICATIONS

DEMOLITION NOTES

PROVIDE TEMPORARY BARRICADES AND OTHER FORMS OF PROTECTION AS REQUIRED TO
PROTECT GENERAL PUBLIC FROM INJURY DUE TO DEMOLITION WORK. CBC CHAPTER 31

2. IF HAZARDOUS MATERIALS ARE ENCOUNTERED DURING DEMOLITION OPERATION, NOTIFY BUILDING
OWNER AND COORDINATE FURTHER REQUIREMENTS TO COMPLY WITH APPLICABLE REGULATIONS,
LAWS & ORDINANCES CONCERNING REMOVAL, HANDLING, AND PROTECTION AGAINST EXPOSURE.

TYPICAL NOTES

1.

SANE TS A N

SIMILAR - MEANS COMPARABLE CHARACTERISTICS FOR THE CONDITIONS NOTED. VERIFY
DIMENSIONS AND OR ORIENTATIONS ON PLAN AND OR ELEVATIONS.

DIMENSIONS ARE NOT ADJUSTABLE WITHOUT APPROVAL OF ARCHITECT IN WRITING.
MAXIMUM SLOPE MEANS THE SLOPE SHALL NOT EXCEED THE SLOPE SHOWN.
MINIMUM SLOPE MEANS THE SLOPE SHALL NOT BE LESS THAN THE SLOPE SHOWN.

MATCH EXISTING MEANS THE CONSTRUCTION SHALL MATCH THE SAME OR SIMILAR EXISTING ITEM
IN QUALITY, SHAPE, SIZE, COLOR TEXTURE, PATTERN, HEIGHT AND ALIGNMENT, U.N.O.

SITE SECURITY STANDARDS

1.

THE CONTRACTOR, SUBCONTRACTOR AND ALL WORK SHALL COMPLY WITH THE FOLLOWING SITE
SECURITY STANDARDS:

A, GENERAL REQUIREMENTS:
1. SECURITY AND CONSTRUCTION BARRICADES SHALL NOT CREATE HAZARDS TO LIFE OR
TRAFFIC CIRCULATION BY OBSTRUCTING:
A EXIT DOORS, EXITWAYS OR MEANS OF EGRESS.
B. EMERGENCY VEHICLE ACCESS.
2. THE PUBLIC SHALL BE SEPARATED FROM CONSTRUCTION ACTIVITIES AND THEIR SAFETY
MAINTAINED AT ALL TIMES.

3. ALL FEDERAL, STATE LOCAL AND OTHER JURISDICTIONAL SAFETY SHALL BE FOLLOWED
BY THE CONTRACTOR AND ALL SUBCONTRACTORS.

B. CONTRACTOR SHALL COORDINATE WITH OWNER FOR SEQUENCING INFORMATION AND
REQUIREMENTS, PRIOR TO AND DURING CONSTRUCTION.

COMPLIANCE WITH CODES AND

AUTHORITIES AND DOCUMENTS

ALL WORK SHALL COMPLY WITH THE MINIMUM STANDARDS OF THE CALIFORNIA BUILDING CODE -
C.B.C.AND AMERICANS WITH DISABILITIES ACT - ADA.

ALL WORK SHALL COMPLY WITH THE CURRENT EDITIONS ADOPTED BY AGENCIES HAVING
JURISDICTION AND SUPPLEMENTS OF THE FOLLOWING STATE REGULATIONS, CODES AND
AUTHORITIES:

A CALIFORNIA BUILDING CODE - TITLE 8. CALIFORNIA CODE OF REGULATIONS, INDUSTRIAL
RELATIONS CONSTRUCTION SAFETY ORDERS.

B.  CALIFORNIA BUILDING CODE - TITLE 24 PART 2, CALIFORNIA CODE OF REGULATIONS
CALIFORNIA BUILDING CODE - TITLE 24 PART 2 CALIFORNIA CODE OF REGULATIONS, BARRIER
FREE ACCESS OF THE PHYSICALLY HANDICAPPED.

D.  CALIFORNIA BUILDING CODE - TITLE 24 CALIFORNIA ADMINISTRATIVE CODE ENERGY
REGULATIONS.

E.  CALIFORNIA FIRE CODE.

ALL WORK SHALL COMPLY WITH THE CURRENT EDITIONS OF THE FOLLOWING LOCAL REGULATIONS,

CODES AND AUTHORITIES:

A. BUILDING INSPECTION DIVISION.

B.  PLANNING AND DEVELOPMENT.

C.  FIRE DEPARTMENT/ DEPARTMENT OF TRANSPORTATION.

ALL WORK SHALL COMPLY WITH THE CURRENT EDITIONS OF THE MECHANICAL AND ELECTRICAL
REGULATIONS CODES AND AUTHORITIES.

A. CALIFORNIA ELECTRIC CODE - C.E.C.

B.  CALIFORNIA MECHANICAL CODE - C.M.C.

C.  CALIFORNIA PLUMBING CODE - C.P.C.

D.  CALIFORNIA FIRE CODE - C.F.C.

DIMENSIONS:

A.  DIMENSIONS SHALL NOT BE SCALED FROM PLANS, SECTIONS, OR DETAILS ON DRAWINGS.
B.  DIMENSIONS TO EXISTING CURBS ARE TO FACE OF CURB.

C.  ALL DIMENSIONS SHALL BE VERIFIED IN THE FIELD BEFORE PROCEEDING WITH THE WORK.

WHERE NO SPECIFIC DETAIL IS SHOWN, THE CONSTRUCTION SHALL BE IDENTICAL OR SIMILAR TO
THAT INDICATED FOR LIKE CASES OF CONSTRUCTION ON THE PROJECT.

CONCRETE CONSTRUCTION SHALL COMPLY WITH THE CALIFORNIA BUILDING CODE.

CONTRACTOR SHALL SAWCUT EXISTING CONCRETE AT CONTROL JOINT/EXPANSION JOINT WHERE
EVER POSSIBLE. IF NOT POSSIBLE, CONTRACTOR SHALL COORDINATE AND REVIEW LOCATION IN
FIELD WITH ARCHITECT PRIOR TO CUTTING.

CONTRACTOR RESPONSIBILITIES

10.

11.
12.

13.

THE CONTRACTOR SHALL EXAMINE THE DRAWINGS AND SPECIFICATIONS AND SHALL NOTIFY THE
ARCHITECT OF ANY DISCREPANCIES FOUND PRIOR TO PROCEEDING WITH THE WORK.

THE CONTRACTOR SHALL VERIFY CONDITIONS AT THE SITE AND REPORT ANY DISCREPANCIES OR
EXISTING CONDITION CONFLICTS TO THE ARCHITECT BEFORE PROCEEDING WITH THE WORK.

THE CONTRACTOR SHALL NOT PROCEED WITH WORK RELATED TO ANY DISCREPANCIES OR
EXISTING CONDITION CONFLICT WITHOUT RESOLUTION FROM THE ARCHITECT.

IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO NOTIFY THE ARCHITECT OF ANY
CONFLICTS HEREIN - EITHER UNAPPARENT OR OBVIOUS - PRIOR TO START OF WORK ON THAT ITEM
OR BEAR THE RESPONSIBILITY OF CORRECTING SUCH WORK AS DIRECTED BY THE ARCHITECT AT
NO ADDITIONAL COST AND WITH NO TIME EXTENSION OF THE PROJECT SCHEDULE.

THE CONTRACTOR SHALL CREATE A TRAFFIC SAFETY PLAN, SITE CLEAN UP/MAINTENANCE PLAN
AND PHASING PLAN FOR REVIEW WITH THE OWNER'S REPRESENTATIVE PRIOR TO PROCEEDING
WITH THE WORK.

THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR THE SAFETY OF THE PUBLIC AND
EMPLOYEES USING THE FACILITY, AND THEIR VEHICLES.

CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVAL AND DISPOSAL OF ALL EXISTING MATERIAL,
DEMOLITION WORK/ MATERIAL OR SURPLUS MATERIAL. CONTRACTOR SHALL RECYCLE ALL
MATERIAL POSSIBLE AND SHALL COMPLY WITH JURISDICTIONS WASTE MANAGEMENT
REQUIREMENTS.

CONTRACTOR SHALL VERIFY LAYOUT IN THE FIELD WITH ARCHITECT PRIOR TO DEMOLITION WORK
AND DURING FORMING PRIOR TO CONCRETE POUR. IF CONTRACTOR FINDS A DISCREPANCY OR
CONFLICT WITH EXISTING CONDITIONS, HE SHALL CONTACT THE ARCHITECT IMMEDIATELY. THE
CONTRACTOR SHALL ADJUST THE LAYOUT AS DIRECTED BY THE ARCHITECT TO RESOLVE THE
DISCREPANCY OR EXISTING CONDITION AT NO ADDITIONAL COST TO THE OWNER.

CONTRACTOR TO BID ALL CURBS AS FULL DEPTH/BARRIER CURBS AS DETAILED.

CONTRACTOR SHALL MAINTAIN THE SITE IN A CLEAN CONDITION AND SHALL CLEAN ALL AREAS AT
COMPLETION OF THE PROJECT.

THE CONTRACTOR SHALL NOTIFY UNDERGROUND SERVICE ALERT PRIOR TO ANY EXCAVATION.
THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES BELOW GRADE AND
RELATED SERVICE CONNECTIONS WITH THE RESPECTIVE UTILITY COMPANIES.

THE CONTRACTOR SHALL COORDINATE THE REMOVAL, ABANDONMENT AND / OR LOCATIONS OF
EXISTING UTILITIES ABOVE OR BELOW GRADE WITH THE RESPECTIVE UTILITY COMPANIES.

PROJECT TEAM

OWNER

CITY OF LINCOLN

640 5TH STREET

LINCOLN, CA 95648

CONTACT: ARACELI CAZAREZ

ARCHITECT

WILLIAMS + PADDON, ARCHITECTS + PLANNERS, INC.
2237 DOUGLAS BLVD, SUITE 160
ROSEVILLE, CA 95661

CONTACT: MARK POSNICK, ARCHITECT
(916) 786-8178
(916) 786-2175 FAX

SYMBOLS

DETAIL NUMBER SHEET
NUMBER

ROOM NAME
ROOM NUMBER

‘ INTERIOR ELEV. REF. AND SHEET NUMBER UNFOLD CLOCKWISE

‘ WALL OR BUILDING SECTION IDENTIFICATION
SHEET NUMBER
4@ GRID - CENTERLINE OF STRUCTURE

- ] 2 GRID - EDGE OF STRUCTURE

SPOT HGT. $
A.F.F. CONDITION REFERENCE MARK

VRN ALIGN
q_ WP WORK POINT
<A> ACCESSORY DESIGNATION
—wi—wi—  WALLTYPE
05500.A KEYNOTE - SPECIFICATION REFERENCE
SHEET NOTE INDICATED ON SPECIFIC PLAN
A AGENCY OR OWNER REVISION

EXTERIOR SITE ACCESSIBILITY
WORK ONLY

THIS PROJECT IS FOR ACCESSIBILITY UPGRADE SITEWORK ON AN EXISTING
SITE WITH EXISTING BUILDINGS. THE EXISTING SITE AND BUILDING HAVE
BEEN PREVIOUSLY PERMITTED AND APPROVED.

DRAWING INDEX

A0.0 COVER SHEET, CODE INFORMATION
A1.0 DEMOLITION SITE PLAN

A1.01 ENLARGED DEMOLITION SITE PLANS
A1.1 OVERALL SITE PLAN

A1.1.1 ENLARGED SITE PLANS
A11.2 ENLARGED SITE PLANS
A1.2 SITE DETAILS
A1.3 SITE DETAILS
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SH
1.

2.

L

-

&

O

o

e

Ny

C B

ée

o

=
e

5

@8 =

EET NOTES ] O I

REMOVE (E) LANDSCAPE / SOIL / PLANTINGS AS REQUIRED TO ® %

INSTALL NEW WORK -

REMOVE (E) TREE & STUMP / ROOTS BELOW GRADE AS REQUIRED =

TO INSTALL NEW WORK n =

EXISTING BLEACHERS AND CONCRETE PAD TO REMAIN .

EXISTING FENCE TO REMAIN E <t
(E) BACKSTOP TO REMAIN G
| ]

PORTION OF EXISTING BLEACHER PAD TO BE REMOVED FOR NEW
WALKWAY.

EXISTING BENCH TO BE REMOVED & REINSTALLED IN NEW
WALKWAY / PAVING.

2237 DOUGLAS BLVD. , STE 160 // ROSEVILLE, CALIFORNIA 95661 // t 916.786.8178 f 916.786.2175

McBean Park Stadium
Phase 2A - Site
Accessibility Upgrades
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KEYPLAN

MOLITION GENERAL NOTES

N 0 15' 30 60"
" \DEMOLITION SITE PLAN D) o
1"=30-0 SCALE: 1"=30-0"

DE
A.

COORDINATE EXTENT OF (E) WORK TO BE REMOVED, WITH NEW
WORK, AND ALTERNATE BID ITEMS.

AT AREAS WHERE (E) PAVING IS BEING REMOVED

COORDINATE AND REMOVE (E) BASE AS NECESSARY

TO WORK WITH NEW GRADING UP TO 2" OF BASE. IF MORE THAN 2"
OF BASE NEEDS TO BE REMOVED, REMOVE AND STORE (E) BASE,
THEN REMOVE (E) SOIL/ SUBBASE AS NECESSARY TO ACHIEVE NEW
PAVING GRADES/ELEVATIONS WITH ALL THE EXISITNG BASE
REINSTALLED. AFTER GRADING AND COMPACTION OF SOIL/SUBBASE
HAS BEEN ACCOMPLISHED, CLEAN AND REINSTALL (E) BASE AND
GRADE, ADJUST AND COMPACT TO ACHIEVE NEW PAVING
GRADES/ELEVATIONS

COORDINATE SCHEDULE, SEQUENCE AND TIMING OF DEMOLITION REVISIONS
WORK WITH CITY'S REP. SO AS TO MINIMIZE INTERRUPTION OF THE
FACILITY.

(E) BASE ROCK AND PAVING SHALL BE GROUND UP AND REUSED TO
THE GREATEST EXTENT POSSIBLE. EXCESS BASE ROCK, PAVING
AND SOIL SHALL BE REMOVED AND PROPERLY RECYCLED OR
DISPOSED OF.

DURING DEMOLITION WORK AND NEW CONSTRUCTION WORK,
IRRIGATION SYSTEM SHALL BE MAINTAINED IN OPERATION. SCOPE
INCLUDES, BUT IS NOT LIMITED TO TEMPORARY CAPPING,
TEMPORARY PIPE/LINE AND HEAD INSTALLATION, AND REROUTING
AND SLEEVING IN NEW AND (E) AREAS. SCOPE ALSO INCLUDES HAND
WATER IF NECESSARY. COORDINATE WITH CITY'S REPRESENTATIVE.

VERIFY EXTENT AND LOCATION OF CONCRETE DEMOLITION WITH (E)
FLATWORK JOINT LAYOUT SO CUT LINE OCCURS AT JOINT. DISCUSS
IN FIELD WITH ARCHITECT AND CITY REPRESENTATIVE PRIOR TO
SAW CUTTING OR DEMOLITION WORK.

PROTECT ALL (E) TREES. IF ROOTS ARE ENCOUNTERED, NOTIFY
ARCHITECT AND CITY'S REPRESENTATIVE. ALL ROOTS NEEDING TO
BE REMOVED SHALL BE CUT NEAT AND CLEAN WITH A SAW OR
PRUNNING CLIPPERS. JOB NO. 162500.00

REMOVE (E) LANDSCAPE ADJACENT TO DEMOLITION AREAS TO THE DRAWN
LEAST AMOUNT NECESSARY TO COORDINATE WITH NEW WORK.

YC/MP

DATE 1/26/17

ALL WORK SHALL BE INSTALLED TO MEET CITY OF LINCOLN
STANDARDS. SCALE AS NOTED

FILENAME MBS_A1.0.DWG

www.williamspluspaddon.com

A1.0

DEMOLITION SITE PLAN
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22.

23.

24,

25.

26.

21.

28.

29.

30.

31.

REMOVE (E) PAVEMENT STRIPING AND LETTERING

REMOVE CONCRETE FLATWORK

REMOVE (E) CONCRETE RAMP

REMOVE (E) CURB

GRIND DOWN (E) ASPHALT PAVING AS REQUIRED TO ACCEPT NEW
PAVING OVERLAY.

REMOVE (E) SIGNAGE. MOUNTING POLE AND FOOTING TO REUSE
(E) SIGNAGE AT NEW LOCATION, REPAIR LANDSCAPE / PAVING TO
MATCH (E)

REMOVE (E) SIGNAGE, MOUNTING POLE AND FOOTING. REPAIR
LANDSCAPE/ PAVING TO MATCH (E).

REMOVE (E) PAVING BASE ROCK AND SOIL, FOR NEW BASE ROCK
AND PAVING.

(E) CURB TO REMAIN
(E) CONCRETE FLATWORK TO REMAIN
(E) LIGHT AND BASE TO REMAIN

(E) AC PAVING TO REMAIN, PATCH AND REPAIR AS NEEDED.
COORDINATE EXTENT WITH NEW WORK

(E) STRIPING TO REMAIN.

(E) LANDSCAPE TO REMAIN. PATCH AND REPAIR AS NEED FOR
CURB AND PAVING IMPROVEMENTS.

REMOVE (E) CONC. GUTTER PAN. (E) CONC. VERTICAL CURB TO
REMAIN.

(E) CURB RAMP TO REMAIN

REMOVE PORTION OF (E) AC PAVING FOR NEW PAVING.
REMOVE BLUE PAINT FROM (E) CURB
(E) FENCE TO REMAIN

REMOVE (E) LANDSCAPE / SOIL / PLANTINGS AS REQUIRED TO
INSTALL NEW WORK.

(E) CONCRETE GUTTER AND FLUSH CURB TO REMAIN

GRIND (E) CONCRETE AROUND D.I. GRATE TO BE LESS THAN 2%
SLOPE.

REMOVE (E) D.I. GRATE & REPLACE WITHNEW A.D.A./ CBC
ACCESSIBLE COMPLIANT GRATE WITH MAX. 3" WIDE OPENINGS IN

DIRECTION OF TRAVEL.

(E) FIRE HYDRANT TO REMAIN

REMOVE (E) BOLLARDS & FOOTINGS

REMOVE (E) BIN & RELOCATE TO NEW LOCATION

REMOVE (E) SIGNAGE OFF (E) FENCE OR LIGHT POLE

REMOVE (E) CONCRETE VERTICAL CURB, (E) CONCRETE GUTTER
TO REMAIN.

(E) CONCRETE GUTTER AND VERTICAL CURB TO REMAIN.
REMOVE (E) CONCRETE PAVING, TRUNCATED DOMES, AND FLUSH

CURB.
EXISTING SIGN & POST TO REMAIN.

MOLITION GENERAL NOTES
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DE
A.

COORDINATE EXTENT OF (E) WORK TO BE REMOVED, WITH NEW
WORK, AND ALTERNATE BID ITEMS.

AT AREAS WHERE (E) PAVING IS BEING REMOVED

COORDINATE AND REMOVE (E) BASE AS NECESSARY

TO WORK WITH NEW GRADING UP TO 2" OF BASE. IF MORE THAN 2"
OF BASE NEEDS TO BE REMOVED, REMOVE AND STORE (E) BASE,
THEN REMOVE (E) SOIL/ SUBBASE AS NECESSARY TO ACHIEVE NEW
PAVING GRADES/ELEVATIONS WITH ALL THE EXISITNG BASE
REINSTALLED. AFTER GRADING AND COMPACTION OF SOIL/SUBBASE
HAS BEEN ACCOMPLISHED, CLEAN AND REINSTALL (E) BASE AND
GRADE, ADJUST AND COMPACT TO ACHIEVE NEW PAVING
GRADES/ELEVATIONS

COORDINATE SCHEDULE, SEQUENCE AND TIMING OF DEMOLITION
WORK WITH CITY REP. SO AS TO MINIMIZE INTERRUPTION OF THE
FACILITY.

(E) BASE ROCK AND PAVING SHALL BE GROUND UP AND REUSED TO
THE GREATEST EXTENT POSSIBLE. EXCESS BASE ROCK, PAVING
AND SOIL SHALL BE REMOVED AND PROPERLY RECYCLED OR
DISPOSED OF.

DURING DEMOLITION WORK AND NEW CONSTRUCTION WORK,
IRRIGATION SYSTEM SHALL BE MAINTAINED IN OPERATION. SCOPE
INCLUDES, BUT IS NOT LIMITED TO TEMPORARY CAPPING,
TEMPORARY PIPE/LINE AND HEAD INSTALLATION, AND REROUTING
AND SLEEVING IN NEW AND (E) AREAS. SCOPE ALSO INCLUDES HAND
WATER IF NECESSARY. COORDINATE WITH CITY REPRESENTATIVE.

VERIFY EXTENT AND LOCATION OF CONCRETE DEMOLITION WITH (E)
FLATWORK JOINT LAYOUT SO CUT LINE OCCURS AT JOINT. DISCUSS
IN FIELD WITH ARCHITECT AND CITY REPRESENTATIVE PRIOR TO
SAW CUTTING OR DEMOLITION WORK.

PROTECT ALL (E) TREES. IF ROOTS ARE ENCOUNTERED, NOTIFY
ARCHITECT AND CITY REPRESENTATIVE. ALL ROOTS NEEDING TO BE
REMOVED SHALL BE CUT NEAT AND CLEAN WITH A SAW OR
PRUNNING CLIPPERS.

REMOVE (E) LANDSCAPE ADJACENT TO DEMOLITION AREAS TO THE
LEAST AMOUNT NECESSARY TO COORDINATE WITH NEW WORK.

ALL WORK SHALL BE INSTALLED TO MEET CITY OF LINCOLN
STANDARDS.

KEYPLAN

REVISIONS

JOB NO. 162500.00
DRAWN YCIMP
DATE 1/26/17
SCALE AS NOTED
FILENAME MBS_A1.0.1.DWG

www.williamspluspaddon.com

A1.0.1

ENLARGED DEMOLITION SITE
PLANS
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SH
1.

10.
1.
12.

13.
14.

15.

NEW 6'-0" WIDE CONCRETE FLATWORK / SIDEWALK WITH MAX.
RUNNING SLOPE OF 4.5% AND MAX. CROSS SLOPE OF 1.8%. NEW
WALK TO BE 6" FROM (E) FENCE. VERIFY LOCATION IN FIELD WITH
CITY REPRESENTATIVE. SEE 2 AND 18 A1.2. SEE 2/A1.1.1 FOR
ADDITIONAL INFORMATION.

LEVEL OF NEW WALK TO BE FLUSH WITH (E) BLEACHER CONCRETE
SLAB.

NEW CONCRETE PAVING TO EXTEND FROM NEW FLATWORK /
SIDEWALK TO WITHIN 2" OF BACKSTOP. VERIFY LOCATION IN FIELD
WITH CITY REPRESENTATIVE.

REINSTALL (E) BENCH IN NEW CONCRETE FLATWORK.

GRIND DOWN (E) ASPHALT PAVING AS REQUIRED TO ACCEPT NEW
PAVING OVERLAY. SEE A1.1.1 FOR ADDITIONAL INFORMATION.

NEW SECTION OF CONCRETE FLATWORK REPLACING (E) SECTION.
MAX 1.8% CROSS SLOPE. DOWEL TO (E) WALK SIMILAR TO 3/A1.2.

NEW A.C. PAVING OVERLAY AT SIDEWALK PATH. 4-6" WIDE
SECTION WITH MAX. 1.8% CROSS SLOPE, THEN SLOPED
TRANSITION TO EXISTING A.C. PAVING VERIFY LOCATION IN FIELD
WITH CITY REPRESENTATIVE,

NEW 4" WHITE STRIPE 4-0" APART TO DESIGNATE NEW SIDE WALK /
PATH. VERIFY LOCATION IN FIELD WITH CITY REPRESENTATIVE.

(E) CURB TO REMAIN
(E) CONCRETE FLATWORK TO REMAIN
(E) FENCE TO REMAIN

(E) AC PAVING TO REMAIN, PATCH AND REPAIR AS NEEDED.
COORDINATE EXTENT WITH OVERLAY, AND NEW PAVING.

(E) STRIPING TO REMAIN.
(E) LANDSCAPE TO REMAIN. PATCH AND REPAIR AS NEED FOR
CURB AND PAVING IMPROVEMENTS.

NEW CONCRETE WHEEL STOP AT EACH PARKING SPACE
ADJACENT TO SIDE WALK. SEE 12/A1.2. SEE 3/A1.1.1 FOR
ADDITIONAL INFORMATION.

ALTERNATE BID NO.2 INSTEAD OF BASE BID CONCRETE PAVING,
INSTALL O.F.C.I. CONCRETE PAVERS OVER SAND OVER WEED

BARRIER OVER BASE ROCK. SEE DETAIL

GENERAL NOTES

ARCHITECTS // PLANNERS // PEOPLE
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N 0 15' 30' 60'
1 1O}O/IOERALL SITE PLAN I S—
SCALE: 1"=30'-0"

A.

B.

COORDINATE EXTENT OF (E) WORK TO BE REMOVED, WITH NEW
WORK, AND ALTERNATE BID ITEMS.

SEE A 1.1.1 FOR ADDITIONAL INFORMATION.
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JOB NO. 162500.00
DRAWN YC/ MP
DATE 1/26/17
SCALE AS NOTED
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NEW CONSTRUCTION GENERAL NOTES  SHEET NOTES ] - 3
A.  COORDINATE NEW WORK WITH DEMOLITION WORK. VERIFY EXTENT 1. NEW PAINTED PARKING SPACE STRIPE TO MATCH EXISTING, PER 8 =)
OF DEMOLITION NEEDED AND CONNECTION OF NEW AND EXISTING CITY STANDARDS. = -
WORK PRIOR TO START OF DEMOLITION. 2. (E) CONCRETE FLATWORK, TYP. U.ON. Ny §
B.  VERIFY GRADES AND SLOPES IN FIELD WITH ARCHITECT DURING 3. (E)CURB all 8
FORMING, AND PRIOR TO CONCRETE OR A.C. PAVING INSTALLATION, % S
4. NEW CONCRETE CURB TO MATCH EXISTING COLOR, TEXTURE, BATTER O 5
C.  NEW CONCRETE SHALL MATCH EXISTING CONCRETE IN COLOR, AND PROFILE 718 Z, -
TEXTURE, AND PATTERN. NEW CONCRETE SHALL BE BROOM FINISH, ' ‘ o % =
EXCEPT WHERE NOTED. \A1.2/ ol _ 3
D.  TRANSITION FROM NEW PAVING/FLATWORK TO EXISTING 5. NEW ACCESSIBLE PARKING SIGN AND POST PERDETAIL /"2 "\ % =
PAVING/FLATWORK SHALL BE FLUSH, EVEN, LEVEL AND WITH A NEAT, \A13/ CU < =
) o
CLEAN AND STRAIGHT EDGE. 6. NEW VAN ACCESSIBLE PARKING SIGN AND POST PER DETAIL on = =
E.  THICKNESS OF NEW A.C. PAVING SHALL MATCH EXISTING A.C. 3/ &mﬁ S
PAVING, OR BE A THICKER SECTION. -+ = %
F.  PROTECT ALL EXISTING TREES. IF ROOTS ARE ENCOUNTERED, 7. NEWCONCRETE WHEEL STOP PER DETAL - SEEALTFOR Ol = 2
NOTIFY ARCHITECT AND OWNER. ALL ROOTS NEEDING TO BE ADDITIONAL INFORMATION. \A12/ Y =
EEII\FA’ICD)\E/IEg SHALL BE CUT NEAT AND CLEAN WITHA SAW ORPRUNING g £y| ANDSCAPE AREA, REPAIR AS NEEDED E — o
G.  VERIFY AND COORDINATE IN FIELD DURING LAYOUT THAT NEW WORK & NEWACCESSIBLE PARKING STALL ACCESS AISLE WITH 4" WIDE BLUE (O =
PAINTED STRIPE AROUND PERIMETER AND 4" WIDE WHITE PAINTED -
HAS CLEARANCE FROM AND DOES NOT IMPACT EXISTING ITEM OR g : — a
EXISTING UTILITY. PRIOR TO START OF WORK DIAGONAL STRIPES AT 36" 0.C. AND 12" HIGH WHITE PAINTED LETTERS >
! WHICH READ "NO PARKING". 2
H.  REINSTALL LANDSCAPE AND IRRIGATION IN DEMOLISHED AREAS TO 10, CONTROLJONT / 2\ 3
MATCH EXISTING. D, 3
. COORDINATE LOCATION OF NEW SIGNS AND NEW CURBS WITH 5
RESPECT TO (E) LANDSCAPE & IRRIGATION, WITH ARCHITECT IN 1. EXPANSION JOINT N
FIELD, PRIOR TO INSTALLATION. \A1.2/
J. INSTALL NEW BASE TO MATCH (E) BASE IF REQUIRED TO ACHIEVE 12. (E)A.C. PAVING. PATCH AND REPAIR AS NEEDED FOR NEW WORK.
PAVING ELEVATION AND SLOPE. NEW BASE SHALL BE COMPACTED 13. NEW A.C. PAVING AT ACCESSIBLE PARKING SPACE AND ACCESS AISLE
TO 95%. WITH 1.8% MAX. SLOPE IN ANY DIRECTION. 1™\
K.  REROUTE AND RECONNECT EXISTING UTILITIES & IRRIGATION TO BE N,
INPROPER AND FULLY FUNCTIONAL WORKING ORDER. 14, NEW CONCRETE CURB RAMP WITH MAX. RUNNING SLOPE OF 1:13 MAX
M.  NEW LANDSCAPE AND IRRIGATION FOR PLANTERS TO BE C.F.C.I. TO " AND CROSS SLOPE OF 1.8% MAX. AND TOP LEVEL LANDING. SEE ~—=
MATCH EXISTING. VERIFY PLANTING SPECIES WITH OWNER. SR '
N.  FORASPHALT PARKING STALL RESURFACING DETAILS, REFER TO \A12/
DETALS /22 \/ 23\ % 15, NEW CONCRETE LANDING / PAVING WITH 1.8% MAX. SLOPE IN ANY
AM2AM2A A2 DIRECTION.
16.  NEW CONCRETE FLATWORK PORTION TO BE INSTALLED FLUSH WITH
EXISTING CONCRETE FINISH, COLOR, AND TEXTURE PATTERN.
17.  (E) PARKING STRIPE TO REMAIN.
18.  EXISTING CONCRETE CURB RAMP TO REMAIN.
19.  EXPANSION JOINT AT (E) CURB TO NEW CURB, SEE
20.  1.S.A. PAINTING IN ACCESSIBLE PARKING SPACE, SEE
21, NEW CONCRETE PAVING/ LANDING WITH 1.8% MAX. SLOPE IN ANY
DIRECTION WITH 3-0" BAND OF TRUNCATED DOMES, SEE
22, NEW AC PAVING. SEE MCBean Pa I’k Stad|um
\A12/ Phase 2A - Site
23.  (E)D.l. TO REMAIN, WITH NEW GRATE - SEE A1.0.1 Accessibility Upgrades
24, NEW CONCRETE FLATWORK TO MATCH EXISTING CONCRETE FINISH
COLOR AND TEXTURE PATTERN
25.  GRIND (E) CONCRETE D.I. APRON TO BE 1.8% MAX. AND PREP FOR NEW
CONCRETE CURB, TRUNCATED DOMES, AND NEW CONCRETE PAVING.
26.  NEW 40" DEEP X SHAPE SHOWN CONCRETE FLATWORK LANDING AT 1.8%
MAX. SLOPE IN ANY/ALL DIRECTIONS, WITH 3-0" X 5-0" PANEL OF T
TRUNCATED DOMES (SHAPE AS SHOWN) SET IN CONCRETE, SEE
27.  NEW MARKED CROSSING. 4" WIDE WHITE PAINTED STRIPES AND 6_5 McBean Park,
DIAGONAL STRIPES AT 36" O.C. Lincoln, CA 95648
28.  NEW A.C. PAVING TRANSITION PORTION OUTSIDE OF ACCESSIBLE KEYPLAN
PARKING AND ACCESS AISLE, WITH 4.5% MAX. SLOPE.
29.  NEW A.C. PAVING LANDING TRANSITION PORTION WITH MAX. 1.8% SLOPE
IN ALL DIRECTIONS, MIN. 4'-0" LONG IN DIRECTION OF TRAVEL.
30.  SEE A1.1 FOR ADDITIONAL INFORMATION
31, NEW 4" WIDE WHITE STRIPE TO DESIGNATE NEW SIDEWALK / PATH.
VERIFY LOCATION IN FIELD WITH CITY REPRESENTATIVE.
32, EXISTING CONCRETE GUTTER TO REMAIN AND TO BE CONTROL POINT
FOR NEW PAVING, CURB AND LANDING WORK.
33, NEW CONCRETE GUTTER AND CURB TO MATCH (E). MAINTAIN FLOW LINE
AND SLOPE GUTTER TO TRANSITION TO NEW GUTTER AT ACCESSIBLE
PARKING. CURB SHALL FOLLOW SLOPE OF SIDEWALK.
34, NEW CONCRETE GUTTER AND CURB. SLOPE OF GUTTER TO BE 1.8% MAX.
IN ACCESSIBLE PARKING SPACE AND ACCESS AISLE. MAINTAIN FLOW LINE.
CURB SHALL FOLLOW SLOPE OF CURB RAMP DOWN TO FLUSH
TRANSITION AT TRUNCATED DOMES.
35.  PAINT CURB YELLOW ON BOTH SIDES AND TOP.
36.  ALTERNATE BID NO. 1. INSTEAD OF BASE BID CONCRETE PAVING, INSTALL
O.F.C.l. CONCRETE PAVERS OVER SAND OVER WEED BARRIER OVER BASE REVISIONS
ROCK. SEE DETAIL
37.  ALTERNATE BID NO. 2. INSTEAD OF BASE BID CONCRETE PAVING, INSTALL
O.F.C.l. CONCRETE PAVERS OVER SAND OVER WEED BARRIER OVER BASE
ROCK. SEE DETAIL ‘ﬂ
38.  NEW LOCATION OF (E) REINSTALLED SIGN ON NEW GALV. STEEL POST
WITH FOOTING, SIM. TO
39.  NEW LOCATION OF (E) REINSTALLED ACCESSIBLE PARKING SITE
ENTRANCE SIGN ON NEW GALV. STEEL POST WITH FOOTING. SEE
40.  (E) GATE TO REMAIN.

4.

REINSTALL (E) BIN IN NEW CONCRETE FOOTING.
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NEW CONSTRUCTION GENERAL NOTES

A.

SEE A1.1.1 FOR ADDITIONAL INFORMATION.
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FOR DETECTABLE

PARKING LOT STRIPING AND SIGNING SHALL BE MAINTAINED IN A VISUAL AND
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WARNING TRUNCATED /10 T LEGIBLE MANNER, PER CITY STANDARDS.
DOMES SEE \ - A~/ IF A.C. PAVING TOPPING OR PATCHING ARE REQUIRED, GRIND (E) A.C. PAVING
66" MIN. PLANTING. PARKING AND/OR AC PAVING (CONCRETE PAVING / FLATWORK SIMILAR) TO REMOVE LOOSE PORTIONS AND TO PROVIDE FOR NEW A.C. PAVING TO BE
RAMP DEPTH OTHER NONWALKING ATLEAST 1-1/2" IN THICKNESS.
SURFACE EACH SIDE OF C.  NEWA.C. PAVING SHALL BE INSTALLED NEAT AND ORGANIZED, AND SHALL BE
RAMP. FLUSH WITH ADJACENT (E) A.C. PAVING.
EDGE OF FLATWORK OR - I ASPHALT CONCRETE @ D.  REMOVE ANY A.C. PAVING WHICH GETS ON ADJACENT SURFACES.
! LANDSCAPE -~ SN PAVING ASSEMBLY E. NEWAC. PAVING SHALL BE AT LEAST THE SAME THICKNESS AS (E) A.C.
SiM 7 T PAVING.
: CONCRETE CURB W/ REINFORCING.
14\ 9 / ~ N /N M F.  ACCESSIBLE PARKING SPACE AND ACCESS AISLE STRIPING SHALL MEET
R REFER TO CIVIL DRAWINGS.
U\”{ o NS, AD.A. AND C.B.C. REQUIREMENTS,
|_
= NEW CONCRETE FLATWORK /18 . SEE DETAILS 22/A1.2, 23/A1.2, AND 24/A1.2 FOR TRANSITION DETALS.
[ ‘ 1.8% SLOPE = THICKENED EDGE, 6x6 \_-_/
w | MAX. IN ANY N
| lS 1.8% MAX. =S DIRECTION =y — ()
|~ E[7 sope |, 512 | - - =~ o o
- T8 | 5 7 N °
L2 m— | N < AR FLUSH
\/ 4|_0u 5!_0" \/ % - - q ‘ C ad
7 MIN MIN BEIRERS Aae I CONDITION REPRESENTS T T ST
‘ AR I RETURN CURB, W.0. | =]
Je / NOTE: FOR PLAN —
7 VIEW REFER TO == ==
NRAVNG  RAWP 15\ COMPACTED SOIL, TYP.
1 S = COMPACTED BASE, TYP.
&, DETAIL AT AC PAVING TRANSITION (SIMILAR
A. CONCRETE PEDESTRIAN FLATWORK: REFER TO SITE PLAN AND EXISTING CONCRETE AT CONCRETE PAVING TRANSITION)
FLATWORK FOR CONCRETE PEDESTRIAN FLATWORK FINISHES. SIDEWALKS, AND
WALKWAYS ALONG ACCESSIBLE ROUTES OF TRAVEL, BETWEEN ACCESSIBLE 13 RETURN CURB RAMPS @ CURB RAMP SECTIONS wr (g CONCRETE CURB revo (g ASPHALT CONC. PAVING NTS
PARKING SPACES AND BUILDING ENTRANCES SHALL:
1 BE CONTIGUOUSLY ACCESSIBLE ASPHALT PAVING TO CONC. PAVING GENERAL NOTES
2. HAVE VERTICAL CHANGES IN ELEVATION NOT TO EXCEED 1/4" MAX
3. BE MINIMUM 48" IN WIDTH
4. SHALL HAVE RUNNING SLOPE OF 4.9%, MAX. CONCRETE PAVING OR BMIN
TO CHANGE ELEVATION AT SLOPES EXCEEDING 4%~ ASPHALT CONCRETE PAVING gAY
% WHERE OCCURS; PATCH & L :
6.SHALL HAVE CROSS SLOPE OF 1.8%, MAX. REPAIR AS REQUIRED. @ 30
EW ADDED AL PVING @ B. EXPANSION JOINT-(EJ) FOR PAVING & FLATWORK INSTALL EXPANSION JOINTS@ FLUSH TRANSITION o o NEWOR EXISTING CURS
PARKING SPACE EXTENSION : '
AP AVﬁ\lCSS ¢ S0 1. WHERE INDICATED CONCRETE FLATWORK (18 ///f CURB, WHERE OCCURS. SEE SITE PLAN.
2. AT PAVING TRANSITIONS . = < ASPHALT CONCRETE @
] =z ]
LEVELING COURSE 3. BETWEEN FLATWORK AND CONCRETE BUILDING WALL/SLAB 3v2ng Sgn;)g '\if(T)ABLE B PAVING ASSEMBLY
Sz g QETZ\?VEOENO ﬁém\ﬁD EXISTING CONCRETE PAVING/ FLATWORK \_~_/ = ikl CONCRETE CURB W/ REINFORCING.
= _BETWEEN NEW AND EXISTING CONCRETE PAVING/ FLATWORK [ [ [ [~ = /) ] = ) FLUSH WITH ADJACENT PAVING
== " ~— AC PAVING OR CONCRETE PAVING W.0 REFER TO CIVIL DRAWINGS.
MAX. o e TOOLED JOINT AT 1/4"W.
C. CONTROL JOINT FOR CURBS & FLATWORK INSTALL 6" Mi 3 2 LANDSCAPE / PLANTER AREA - GRADE BY 1/4 THE DEPTH OF CONCRETE
DS . WHERE INDICATED ON PLAN TYPICAL 7 M. =2 ETECTABLE WARNING TRUNGATED / HEIGHTS VARY, ADJUST AS REQUIRED
2. INSTALL IN CONJUNCTION WITH EXPANSION JOINTS @ 5-0" O.C. AND MATCHING / 2 7 =2 s _ |
(9" LAP EXISTING PAVING JOINT PATTERN, R seezeze: gﬂ“ﬂ% % =g -~ DOMES, SEE /417 = i / -/ VAR E No—F———f—=1——— CONCRETE FLATWORK
T GRINDAC. D. © AT T 1T -3 -/ e s ) A=l e \__/
CONCRETE CURBS SHALL HAVE FINISH TO MATCH EXISTING, TYP. : | s e e e 2 [0 I EIEESEEE
(E) BASE AND AC PAVING E. T il = -/ | == [k T T TR
EXPOSED EDGES OF CONCRETE CURBS SHALL HAVE BATTER AND RADIUS EDGE TO == OO ) NN
ALIGN WITH BOTTOM OF EXISTING F. MATCH EXISTING. ALIGN OR = ==l =i , ,,
NEW COMPACTED BASE EQUAL TO DEPTH G. CONCRETE FLATWORK MIX SHALL BE 2500 PSI MIN. “ DEPTH OF ADJ. COMPACTED SOIL, TYP. ( | ‘ #3 REBAR AT 24" O.C. TYP.
OF (E) BASE CONCRETE FLATWORK SHALL HAVE #3 REBAR REINFORCING AT 18" OC. CURB, y R NN
H. ALL NEW CURBS ADJACENT TO DRIVEWAY, STREETS AND DRIVE AISLE SHALLBE ~ WHICHEVER COMPACTED BASE, TYP. < N LD COMPACTED SOIL, TYP. COMPACTED SOIL, TYP.
PAINTED RED. IS LOWER (EQUAL TO DEPTH OF EXISTING BASE) - o ADJACENT CURB .0 AN COMPACTED BASE. TYP.
. ALL CURBS AT ENDS OR SIDES OF ACCESSIBLE SPACES SHALL BE PAINTED BLUE TO ] o !
MATCH ACCESS AISLE PERIMETER STRIPE.
9 AC PAVING e (C4q CONCRETE FLATWORK / CURBS (44 ASPHALT CONC. PAVING DETECTABLE WARNING 6 CONCRETE CURB CONCRETE FLATWORK / WALK petar
@ INTERSECTION WITH EXISTING o GENERAL NOTES o @ CONCRETE FLATWORK LAYOUT DETAIL ASPHALT PAVING TO LANDSCAPE CONTROL JOINT e
9 35" PANEL JOINT. BUTT 2 35"
/ PANELS TOGETHER. TRIM ' -
NEW OR (E) CONCRETE IF NECESSARY TO MEET < 1/4" RADIUS
GUTTER WITH EXISTING FLOW 000! %5 © ©|DOME SPACING LANDSCAPE AREA, ADJUST AS REQUIRED go‘ 138" SEALANT
LINE CRC) @i fo o 0 REQUIREMENT. % 5 © © 2] - \
ASPHALT CONCRETE PAVING LUSH TRANSITION <® © olllo o oy N4+ 0 © CONCRETE CURB W/ REINFORCING ) BACKER ROD
#3 REBAR DOWEL ooollooo 5 6 © TO MATCH (E) “ .
CONCRETE FLATWORK /18 2i® 2 — EXPANSION JOINT FILLER - ASPHALT
NEW A : EXPANSION JOINT \/ 10,[j000 © © © ; IMPREGNATED FIBER BOARD.
C PAVING TAPERED 6 . el b P
TRANSITION SECTION, OUTSIDE ) 3-0" BAND OF DETECTABLE ©00ji000 .
OF ACCESSIBLE PARKING SPACE: CONCRETE FLATWORK ‘ WARNING DOMES W.0. EXPANSION JOINT
|7 \/ . A. PLAN @ PANEL JOINT C. TYPICAL PLAN
Yo GENERAL NOTES: CONCRETE FLATWORK K
1-1/2" MIN. EDGE == . ;-.-’- R R N -~ % TRUNCATED DOMES 1. PLACEMENT AND CONFIGURATION SHALL _ -/ CONCRETE FLATWORK
e P=i=i= 8 - Z COMPLY WITH CALIFORNIA TITLE-24, C.B.C. ‘ o NON-FIXED END DOWELS
| L === === 4 ' T T T IN—TTT
= | W g Z|T AMERICAN'S WITH DISABILITIES ACT, AND T z < /3—\\ WRAPPED WITH FELT OR GREASED
& sy L P k. ) | LOCAL AGENCY HAVING JURISDICTION. *%@%@%@%@; S UL i i g — T I ED END DOWELS AT 146" 0.
et A S 1=~ Il L T T = AT T 5. CASTIN.PLACE DETECTABLE TRUNCATED DOMES / DETECTABLE TSI T M B ST e e A \ 6'0.C.
L RO T T < ’WQW@WQW@WQWQW = WARNING (TRUNGATED DOMES) WARNINGS REQUIRED ON SURFACE OF T - 4 "’éT " i Ut i I MAX AND AT 12" FROM ADJACENT
T T TE T I = TI=-TTci | == == = CURB RAMPS AND AT LOCATIONS SHOWN Tkl | Nl W et L L I EXPANSION JOINT AND EDGE OF
R T T T L NI EEEELELER ON SITE PLAN ] 1® T T T0] = SRR CONCRETE FLATWORK
ST D DL D ALIGN WITH BOTTOM OF (E) —EIEN=T T ; T | AL I
GRIND (E) AC PAVING AS REQ. COMPACTED - CURB AT INTERSECTION T 3. ALL TRUNCATED DOMES/DETECTABLE I TR o o
WARNINGS SHALL BE DSA-AC APPROVED T T T T T —ALISN-WTH BOTTOM OF (E) CURB
EE; B NGO BASE, TYP. 5 WITH (E) CURB OR BOTTOM COMPACTED SOIL, TYP. PRODUCTS Tl T AT INTERSECTION WITH (E) CURB W.O. MIN. T MIN.
OF BASE, WHICHEVER IS ; il Sl COMPACTED SOIL. TYP. —— COMPACTED SOIL, TYP.
\OTE LOWER COMPACTED BASE, TYP. 4. TRUNCATED DOMES SHALL BE SET INTO 43 REBAR DOWEL — 5 , NOTE.
NOTE! (EQUAL TO DEPTH OF EXISTING BASE) NEW CONCRETE SO THEY ARE LEVEL AND ALIGN BOTTOM OF CURB WITH BOTTOM - DOWELS @ CONCRETE CURB TO CONC. WALK SIMILAR
CURB AND FLATWORK CAN BE COMPACTED SOIL TYP. ALIGN OR DEPTH OF ADV. FLUSH AT EDGES. NOTE: CURB AND ELATWORK OF THICKENED EDGE AT FLATWORK AT . JOINT AT VEHICULAR PAVING SIMILAR
INTEGRAL POUR CURB, WHICHEVER IS LOWER 5. DOMESIPANELS TO BE YELLOWIN COLOR.  CAN BE INTEGRAL POUR. TOP OF RAMP - JOINT AT NEW TO EXISTING FLATWORK SIMILAR
23 AC PAVING < (19 CONCRETE CURB o (45 CONCRETE GUTTER DETECTABLE WARNING e (2 CONCRETE CURB o (g CONCRETE FLATWORK / WALK et
OVERLAY CONDITION ASPHALT PAVING TO FLATWORK @ CONCRETE PAVING DOME AND SPACING DETAILS @ FLATWORK EXPANSION JOINT
ASPHALT CONCRETE PAVING AC PAVING
ASSEMBLY LANDSCAPE AREA, ADJUST AS REQURED
PRECAST CONCRETE WHEEL STOP
CONCRETE CURB W/ REINFORCING 5 THICKENED EDGE REBAR
ASPHALT CONCRETE PAVING
TO MATCH (E) 7 EPOXY SET CEMENT NEW CONCRETE CUR
CONCRETE CURB W/ REINFORCING = CONCRETE FLATWORK =,
=== =N EXPANSION JOINT SIM.
NEW AC PAVING TAPERED TOMATCH (E). o EXPANSION JOINT |
TRANSITION SECTION, OUTSIDE & 2 Ir\ (2) 3/4" DIA. GALV. PIE’E . T (E) CONCRETE CURB
OF ACCESSIBLE PARKING SPACE. EXPANSION JOINT . E CONCRETE FLATWORK‘ ! égaHDORRoSDOARN (él)_| g/; SD|A. GALV. \
‘h =z, =2
= /— CONCRETE FLATWORK AT RAMP A / = o/ SECTION I
w y4 - : o = x PRECAST CONCRETE WHEEL STOP = A —
1-1/2" MIN. EDGE ] S LI - A | - © | / < / " M
THICKNESS Z5 ' Y niiieive R = ¢ f_a, +|% L SPACE WIDTH = kT 4, " W
== NN EEEIEIETEE W R =T N <2 = = - - . S
51 I SEHENEAA L | AT ol 10 o /) / Z T
| T T ] 0 e T AN T Z : | EEmE A e+ R )
STEEEa L I e I=IE=IEIE R PN =S == & L Pl T Tt — — — —
I e il LIS < il I E I < = TOP OF CONCRETE OR AC PAVING SIS AR (Tl § BT g 4
—| = —| EIEEEEE = =I==H === <
\HQ\HQ\ \Q\HQ\ re ::‘\\\Q\\\M\\\H‘\\\M“ ‘HM\HM\HM\ s ‘MMMWMM o Mmmmmmmmmmmmmmmmum mﬁ\tﬁiﬁﬂm I \7/‘\ [— T TT— T TT—TT] 1] [— T TT—TTT—]
il i N T N |—ALIGNBOTTOM OF CURB WITH ‘ : AN Il el I T =IEHNH= == ==
Il =TT ALIGN WITH BOTTOM OF (E) === BOTTOM OF COMPACTED BASE OR i — =TSN = ST
GRIND (E)ACPAVINGASREQ.  coppacTED . CURB AT INTERSECTION = THICKENED EDGE, WHICHEVER IS LOWER T —————— b A . IR LINE OF TOP OF PAVING
: , N .. : : u n - OR FLATWORK
(E) BASE BASE, TYP. 5 WITH (E) CURB OR BOTTOM  #3 REBAR DOWEL : COMPACTED SOIL, TYP. ] ] EPOXY SET
OF BASE, WHICHEVER IS NOTE: CURB AND ALIGN BOTTOM OF CURB WITH BOTTOM OF I Iu\ DOWEL SIM. TO @
NOTE: LOWER FLATWORK CAN BE THICKENED EDGE AT FLATWORK AT TOP OF #4 REBAR ANCHORS +18" LONG
CURB AND FLATWORK CAN BE INTEGRAL POUR. RAMP OR BOTTOM OF COMPACTED BASE, ELEVATION COMPACTED SOIL, TYP. COMPACTED SOIL TYP.
NTEGRAL EOUR COMPACTED SOIL, TYP. WHICHEVER IS LOWER
AC PAVING petar CONCRETE CURB petar CONCRETE CURB WHEEL STOP CONCRETE FLATWORK / WALK CURB et
24 NEW PAVING CONDITION 20 ASPHALT PAVING TO RAMP = (16 @ RAMP ASHPALT CONCRETE PAVING 8 EDGE OF LANDSCAPE EXPANSION JOINT e

DT12.23
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SHADED AREA IS CONCRETE

SIGNAGE FOR THE DISABLED NOTES:

A. ALL CONSTRUCTION SHALL COMPLY WITH CALIFORNIA ACCESSIBILITY

FLATWORK FOR BASE BID, AND TYP. REGULATIONS AND ADA REGULATIONS. MOST CURRENT AND MOST
PAVER SYSTEM FOR ALTERNATE NO.1 ) RESTRICTIVE SHALL APPLY.
13/ B. BLUE TRAFFIC PAINT SHALL BE 15090 NFED. STANDARD 595a.
|
|
||
NOTE: \
RE-USE (E) SIGN AT |
LOCATIONS INDICATED ON } \
SITE PLAN /1
1!_6" ‘l \ \
SIGNS SHALL BE ALUMINUM \ A
OR PORCELAIN ON STEEL N\ S/ ) i)
& / WITH BEADED FINISH OR No—"
UNAUTHORIZED VEHICLES PARKED IN REFLECTOR|ZED PAl NTED
T NSPLAYNG DTGUSHNG BACKGROUND, COLOR:
) PLACARDS OR SPECIAL LICENSE WHlTE TEXT SHALL BE
< Eﬁﬁﬁiéé?ﬁ%:ﬁ@%}?? BLACK, 1" MIN. HEIGHT ——— BLUE TRAFFIC PAINT
VEHICLES MAY BE RECLAIMED AT:
(INSERT LOCATION NAME, ADDRESS,
PHONE #) "
S | 4" WIDE WHITE TRAFFIC PAINT, TYP.
\
CONTRACTOR TO OBTAIN \ INTERNATIONAL SYMBOL OF
PROPER TEXT, CODE AND ACCESSIBILITY
NUMBERS FROM LOCAL
13 ALTERNATE NO. 1 SITE PLAN ror JURISDICTION ' INTERNATIONAL SYMBOL et
g OF ACCESSIBILITY
E NOTE:
/TN S RE-USE (E) SIGN AT LOCATIONS
313/ gDVC\;/:EDE LI;IIiILBJSH CONCRETE LANDSCAPE % :nr\”\“: INDICATED ON SITE PLAN
o "
NEW GALV. PIPE 9 WHITE REFLECTIVE BORDER
- BASALITE SELF MAX.1/4" TOOLED RADIUS EDGE, TYP T
— T '  HYE TOP OF FOOTING FLUSH i BLUE BACKGROUND TYPICAL
L LUMENISCENT PAVER AT ! Bt
-% s CONCRETE EDGE CURB W/ CONT. #3 WITH PAVING | |
ENERERENEREREN o8 EDGE AT 48" O.C. vl : - ] 1| REFLECTORIZED INTERNATIONAL
O.F.C.l. 7 o TN < B SYMBOL OF ACCESSIBILITY SIGN
T P T ] [ BASALITE 18" x 3" OWNER FURNISHED CONTRACTOR B B RV . Minimum Eine CONSTRUCTED OF PORCELAIN ON
P CONCRETE PAVER IN INSTALLED (O.F.C.I.) CONCRETE PAVERS 11 [ 1y $250 STEEL WITH BEAD FINISH OR
S HHHHHHHBA RUNNING BOND PATTERN SAKRETE POLYMERIC JOINT SAND =l ey LilE B ALUMINUM; 2 BOLTS MIN. PER SIGN
. O.F.C.I.- INSTALL PER %ﬁ Sl %ﬁ = (DPS)
=t | [ [ [ [ [ [ [ [ [ [ 1 7: — m
s g":g:LFlﬁggURERS/ - e ] —— WHITE REFLECTIVE TEXT 1" MIN. HT.
— — — — — | L L [ [ " I I \
L L REEQUIREMENTS ‘< [ |~ 1"LAYER OF CONCRETE 3l | = \ (1) 2" DIA. GALV. PIPE, EXTEND 1"
- HHHHHHHHH zZ SAND BEDDING R ©| 2 BELOW FOOTING. (E) POLE TO BE
) % d = REUSED AT (E) ACCESSIBLE
T HHHHHHYE HIEk— %@%& 1~—— WEED BARRIER/ = NEW CONCRETE i SPACING
% 1 IE=TE=E== GEO-TEXTILE FABRIC afatat-0-0-0 8 =
% ?WEWEWE‘ == 7WEWEWEWE ) ) I FOOTING, SEE / FLUSH TOP OF FOOTING
?MﬁMﬁMﬁmﬁf‘:m‘ > HE‘\ | E‘MﬁMﬁ ?é OLIG\gEET%E 2IA1.3, — , —~————-- AT FLAT WORK CONDITION.
=l =l=ll= NI = = = |1
CONCRETE FLAT WORK EEIEEEEE = o — | ,\7\1" SLOPE AND RADIUS FINISH TOP
< A TSN \ AGGREGATE BASE —
/ Il =1 el EDGE OF FOUNDATION AT LANDSCAPE
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